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Important information: 

 
 
 
 
 

 

 
 

 

 

 

 

 

 

 
 
 

 

 
 
 
 
 
 
 

You can find the product presentation video for 
this adapter on YouTube: 
www.youtube.com/watch?v=c93pqMp4vWc 

or scan the QR code. 

PRODUCT PRESENTATION 

In the "Tips & Tricks" section, we show you simple solutions, in videos,  
to work even more efficiently with your TWIN BUSCH® products.  
Our technical specialist will explain the exact steps to you.  

https://www.twinbusch.co.uk/Tyre-changers/Self-adhesive-balance-
weights::203.html#horizontalTab3 

TIPS & TRICKS 
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1. General information 
TWF-MOTO adapter for motorbike rims for TWF-00 to TWF-95 tyre balancers. 
 
Special features of the product: 

• For static and dynamic balancing of motorbike wheels 
• Suitable for TWF-100, TWF-150, TWF-00, TWF-23, TWF-95 

 

2. Identification of the operating instructions 
TWF-MOTO operating instructions 

of  TWIN BUSCH® GmbH,  
 Ampèrestraße 1,  
 D-64625 Bensheim 
 
 Phone:  +49 6251-70585-0 
 Telefax:  +49 6251-70585-29 
 Internet: www.twinbusch.de 
 Email:  info@twinbusch.de 
 
Status: -00, 11.02.2025 
 
File: TWF-MOTO_Motorcycles-Adapter_Manual_uk_00_20250211.pdf 
 
 

3. Assembly and installation 

1) Holding arm 

a) Insert the holding arm and secure it with the screw and nut.  
b) Screw in the locking pin and tighten it.  
c) Pull out the locking pin and tilt the holding arm towards the centre to make it easier to hook in the 

springs.  
d) Follow the same pattern for the second holding arm on the other side. 

 

 

 

 

 

 

 

 

Illustration: Mounting support arm 

 

TWIN BUSCH® UK Ltd. 
9, Linnell Way 
Telford Way Industrial Estate 
NN16 8PS, Kettering (Northants) 
 
Phone:  +44 (0) 1536 522 960 
Internet: www.twinbusch.co.uk 
Email:  info@twinbusch.co.uk 
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2) To use the adapter, the sensing arm on the balancing machine is extended. 

 

 

 

 

 

 

 

 

 

3) Move the protective cover of the machine into the second hole.  

 
4) To attach the adapter, remove the shaft.  

Note: For the TWF-150 balancing machine, you also need the supplied adapter sleeve. You do not need 
this for the TWF-00, TWF-23 and TWF-95 machines.  

 
 
 
 
 
 
 
 
 
 
 
 
 

5) Insert the adapter and screw it tight. Tighten the retaining screws securely.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Illustration: Touch arm 

 

Illustration: Removing the shaft 

 

Illustration: Inserting the adapter 
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6) Screw on the supplied shaft for the adapter.  

 

 

 

 

 

 

 

 

 

 

4. Commissioning 

1) Allow the holder arms to engage in the open position.  
 
2) Remove the cones and spacers that are not required.   

Note: If the chainring and brake disc are floating on the wheel, we recommend that you remove them 
before balancing.  

 
3) Fit the wheel and clamp it with the cone and spacer.  

 
4) Place the retaining arms on the tyre to secure it.  

 
5) Start your balancing programme on the machine.   

Note: When measuring the distance, the extension of the load arm must also be taken into account

Illustration: New Wave 

 



 

 

 
 
 

 

  Notes 
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