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' Always read these operating instructions carefully.
u Follow the instructions carefully.
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Important information:

TIPS & TRICKS

In the "Tips & Tricks" section we show you simple solutions to
work even more efficiently with your TWIN BUSCH® products.

https://www.twinbusch.co.uk/Tips-Tricks: :74.html

ACCESSORIES

We recommend the following lifts in our shop to go with this
hydraulic oil.
https://www.twinbusch.co.uk/1-post-lifts/Original-Twin-
Busch-Hydraulic-Oil-HLP32-5-Liter::90.html#horizontalTab3
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1. General information

Mineral oil-based EP hydraulic oil HLP32 with wear protection and high ageing resistance. Hydraulic oil HLP32 of

Manual Hydraulic oil HLP32

specification ISO-VG 32 DIN 51 524/2, suitable for all TWIN BUSCH® lifts.

Special features of the product:

e Good corrosion protection
e High wear protection

e Neutral towards common sealing materials

o High ageing stability
e Oxidation stable

2. Identification of the operating instructions

Operating instructions HLP32

of TWIN BUSCH® GmbH
Ampeérestrasse 1
D-64625 Bensheim

Phone: +49 6251-70585-0

Telefax: +49 6251-70585-29
Internet: www.twinbusch.de
Email: info@twinbusch.de

Status: -00, 05.03.2025

TWIN BUSCH® UK Ltd.

9, Linnell Way

Telford Way Industrial Estate
NN16 8PS, Kettering (Northants)

Phone: +44 (0) 1536 522 960
Internet: www.twinbusch.co.uk
Email: info@twinbusch.co.uk

File: HLP32_ Hydraulic_Oil_Manual_uk_00_20250305.pdf

3. Technical data

Contents

5L

Specification

ISO-VG 32 DIN 51 524/2

Melting point

-30°CASTM D 97

Flash point

234 °CASTM D 92

Ignition temperature

> 240 °C

Density

0.845 - 0.855 kg/L ASTM D 4052

Viscosity

32.6 mm?/s at 40°C, ASTM D 445
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4. Safety-related information

Read the operating instructions carefully at. Keep the instructions for future reference.

4.1 Safety instructions

e Suitable work clothing must be worn; appropriate protective gloves must be used to protect the hands.

e Contact with the eyes and skin must be strictly avoided.

e Containers must be kept tightly closed at all times.

e Before eating, drinking or smoking, and when leaving the workplace, hands and other exposed parts of
the body must be thoroughly washed with mild soap and water. Eating, drinking and smoking are
prohibited during use. Contaminated clothing must be washed before being worn again.

e Ensure that the workplace is adequately ventilated at all times.

4.2 Warning

e The product is not miscible with water. Spilled substances may seep into the ground and cause soil and
groundwater contamination. A film may form on the water’s surface, preventing oxygen exchange.

e Disposal must be carried out in accordance with local and national safety and environmental
regulations. The product must not enter the drainage system or the environment.

e The addition of foreign substances such as solvents, brake fluids or coolants is strictly prohibited.

e Empty containers containing product residues (solids, liquids or vapours) may be hazardous. They must
not be pressurised, cut, welded, brazed, soldered, drilled or ground, nor must they be exposed to heat,
flames, sparks, static electricity or other sources of ignition. There is a risk of explosion, which may
result in injury or death.

e Empty containers must be completely emptied, properly sealed and immediately sent to a reprocessing
facility or disposed of appropriately. Containers that have not been completely emptied must be
labelled accordingly and stored safely.
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You can find more products at:

twinbusch.co.uk

Twin Busch UK LTD Tel.: +44 (0) 15636 522 960 The technical specifications and illustrations provided in the user
Kettering E-Mail: info@twinbusch.co.uk manual are not binding. Our products are subject to technical
Northants NN16 8PS Web: www.twinbusch.co.uk changes, so the delivered condition may vary.
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