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Tyre changer
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Robust design tyre changer with side 
swing mounting arm in professional quality.

•	 1A Quality built with CE-Certificate
•	 Manufactured in accordance to ISO 9001
•	 Side swing mounting arm design
•	 Eccentric tension of mount and demount head
•	 Powerful bead breaker
•	 Self centered 4 clamping jaws system
•	 24“ large turntable for cars and vans
•	 Tubeless tyre inflating system
•	 Powerful electric motor powered turntable
•	 Clamping jaws made of special steel
•	 Plastic protectors for mounting head / jaws
•	 Top quality and massive construction
•	 Comfortable and clear tyre inflator

•	 Tyre changer with a maintenance unit 
•	 Inflating gun and bead lever
•	 Bead press and edge protection
•	 Clamp protector for clamping jaws system (4 items)
•	 3 set plastic protector for mount and demount 
	 head (for protection of alloy wheel rims)
•	 CE-Certificate
•	 Assembly video online
•	 Product video online

Semi-automatic swing arm design | Item No.: TWX-11

Features

Delivery contents

4 pieces in the set

Motor bike wheel adapter
Item No.: TWX-MOTO

Plastic- Mounting-Head
Item No.: TWX-KMK

Chain bead press
Item No.: TWX-KETTE

Bead press lockable
Item No.: TWX-WULKL

Tyre mounting paste | Item No.: TW1530MP

*Please note: The product is also available as a 400-volt version, special order only.

Comfortable and 
clear tyre inflator

10“-21“
max.
41“12“-24“

230 V
or

400 V

Videos

Check our technical decision helper (on page 38)
before you buy your tyre changer!
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Description

Included
Bead press and edge 
protection included 
free of charge!

Product
video

Assembly
video

Dimensions Delivery contents Technical data

Optional accessory

Further accessories can be found at www.twinbusch.co.uk

Outside clamping range 10“ - 21“

Inside clamping range 12“ - 24“

Wheel diameter (max.) 41“ (1040 mm)

Wheel width (max.) 14“ (355 mm)

Bead breaker force 2500 kg

Air supply 8-10 bar

Power supply 400 V or 230 V*

Motor power 0,75 / 1,1 kW

Fusing 16 A / type C

Noise level <70 dB

Weight (approx.) 211 kg


